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PRODUCT DESCRIPTION 
 
Camo Marksman toll for narrow board Deck. Guides the Camo (C345139 with 47.6 mm in length) 
screws for an angled entry into the lateral of the exterior deck table. Obtain a screw-free surface. The 
tool easily adjusts to adapt to the width of the board, and naturally provides a minimum automatic 
separation of 4.5 mm.  

 
PRODUCT REQUIREMENTS 
 
The screws are designed to work with PVC Decks with no exterior coating. When using the product, 
make sure to carefully read the installation instructions to obtain the best results. Not following or 
using the installation instructions exempts you of any warranty claim. Inspect the slats before the 
installation, avoid the presence of hooks, nails, sprains, fractures, cracks or other defects in the slats.   
Any slat is safe and easy to replace, it is simply fixed, reducing any movement, and with the Surface 
free of screws or anchors. Be sure to follow the instructions in terms of how to handle the space 
between each slat, that is, the distance that should be left over each dilation of the separation 
installation, which is normally 4.5 mm between each board; there is no need to pre-drill, extractable, 
and the screws are easily removed to replace any slat.   
 

Other recommendations: 
 

• Use Decks of no less than 2.5 cm in width. 

• Take into account that this fastener creates a dilation of 4.5 mm when it is installed. 

• To hold, a stainless steel screw 316 of 1 7/8” is used, the head is T15, and the packing unit 
includes the Driver Bit tip.  

 

 
 

It is the responsibility of the distributor/installer to verify the current technical documents updated on 
the corresponding web page.   

Visit us at www.novadeck.com.co for more information. 
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